
• Can be connected to the controller to protect the battery

• Charge protector and discharge protector are configurable

For off-grid application
• Supports the system voltage setting

• Supports over-voltage and over-discharge protection level

• Supports mobile APP monitoring via Bluetooth

• Supports TTL communication

Reliable

• 1 digit 7-segment display for parameter

• Can be applied to co-negative system

User-Friendly Intelligent

12/24/36/48V

BP series
Battery Protector

BP4860N25/4885N25/48100N25
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• 可以同时接入光伏、电池、负载

• 多种负载工作模式，满足多样化的用户需求

离网光伏应用
• 支持多种电池类型

• 高度集成化，帮助用户节省安装空间及连接线

• MPPT效率高达99.9%

• 支持光伏组件2串或多并形式接入

集成

• 易于安装和使用

• 自然冷却，绝对安静，没有任何噪音

用户友好 高效

12/24/36/48V

ML系列
MPPT太阳能充放电控制器
ML2420/2430/2440
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Wirting diagram

Model BP4860N25 BP4885N25 BP48100N25 Can Be
Set

Battery

Rated Battery Voltage 12/24/36/48Vdc

Operating Voltage Range 8V-70V ✓

System Withstand Voltage 250V

Rated current 60A 85A 100A

COMMUNICATION

Standard TTL communication

Optional Bluetooth

GENERAL

Weight 850g (1.87lb) 950g (2.09lb) 1050g (2.31lb)

Dimensions 149*96.5*60mm 166*96.5*60mm 183*96.5*60mm

Protection Degree IP65

Operating Temperature Range -35°C ~ 65°C (-31°F ~ 149°F)

Cooling mode Natural heat dissipation

CERTIFACATION

RoHS Yes

DC DC

DC

DC

AC

Solar panel Controller

Battery protector

Battery IU/IC inverter

AC load


